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AKTIVLight
INTEGRAL BLINDS

Premium Product manufactured by Eclipse Global
Private Limited , India. Blinds are manufactured in

accordance with Global Standards and are known forit’s

high reliability and rugged quality. This is a result of 11
years of association and support from Eckelt Glass
GmbH (a unit of Saint Gobain , Austria) .The blinds have
been tested at IFT Rosenhein for its reliability and
endurance tests at stringent parameters ( Accreditation
by Deutsche Akkreditierungsselle DAkkS which

guaranteesthe performance ofthe product.
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AKTIVLight Mo Motorized-Standard v v v 500 400 3700 v v

e Miotorized Encader v 500 3000 400 3700 v v

AKTIVLight Motorized-Standard v 500 1500 400 2000 v

Mo-20mm

: Special Tilt DGU 10°

AKTIVLight S Standard or Encoder v v 500 3000 400 3700 v
Motor

AKTIVLight : v

Extarral Drive Magnetic Puller 500 1500 400 2000 v v
Dual Motor

AKTIVLight (convex and v 500 3000 400 3700 v v

Dual concave slats)

AKTIVLight Mechanic

Fixed E (Manual Operation) i 500 3000 400 3000 v v v

AKTIVLight Tile  (loehanie. o) vy 500 1200 400 1200 v v v

AKTIVLight Slim c’:'r"éﬁ'c“gggf‘a“da"' v v v 225 500 400 2000 v v

AKTIVLight . ”

eslidy Fixed at 45 v 500 3000 400 3000 v v

AKTIVLight . =

el Fixed at 60 v 500 3000 400 3000 v v

AKTIVLight Motorized DGU

Rooflite roof Panels i 500 1500 400 1500 Y ¥

fleriight Motorized v 500 1500 400 3000 v

AHYLight Motorized v 500 1500 400 3000 v

NOTE : Sizes given are for reference only. Contact us for exact combination of width and height feasibility.
SYS X (X=20,29,32) is the inside distance of glass-to-glass inner face in millimeters.

Specifications of construction material

MOTOR
* 24VDC, 6W permanent Magnet Motor
» Power Supply through regulated SMPS

SLATS
Alluminium 5052 Material with UV resistant Coating

ALUMINIUM SECTIONS - BLINDS

Aluminium Grade 6063 T6, Anodised or Powder Coated and serrated spacers of |mm
wall thickness as a Primary frame structure for the Blinds, Spacers filled with desiccant,

THREADS/CORDS
These are Modified Polyester Threads Duly treated in-house for Prolonged life of Fabric .

SEALANTS

Secondary Sealents used for DGU are from DOW corning/GE/Macker Hybrid and primary
sealent s of Butyl tape from Norton /Tesa

CONTROL

Movement Up/Down and inching can be done through IR/RF Remote control and or WI-Fi
or Bluetooth application developed for Android Platform
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